
A. Ensure flush suction tube is in the  

 fresh water.

B. Press             to begin rinsing  

 detergent from scope. 

Quick Start Guide - Sequence Mode

ENTER TECHNICIAN ID

A. Press          to select a Technician ID or use the barcode scanner to read  

 Technician ID from barcode.

B.  Press          to confirm Technician ID.

1

TIME 11:38:23 AM
DATE 06-08-13
PRESS UP TO ENTER
TECH ID #:

PRESS ENTER
TO BEGIN ID# 01
J ILL BENNETTENTER

ENTER SCOPE ID

A. Press          or          to select a Scope ID or use the barcode scanner to read  

 Scope ID from barcode.

B. Press          to confirm Scope ID.
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PRESS UP/DOWN TO 
SELECT SCOPE 01
Gastroscope
2801884

ENTER

PRESSURIZE SCOPE FOR LEAK TEST

A. Fill the container or sink with clean water.

B.  Connect the inflation adapter to scope.

C. Press             to begin pressurizing the scope while the scope is out of the 

sink. Watch for expansion of rubber covering. Manipulate the control knobs in 

all directions.

DID SCOPE PRESSURIZE AND MAINTAIN PRESSURE?

If YES, go to step D for the Immersion Leak Test.

If NO, follow endoscope manufacturer’s instructions for further processing.

Immersion Leak Test

D. Immerse the scope under clean water and angulate the distal tip. Observe for 

a steady stream of bubbles.
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>SCOPE INFLATION
 DETERGENT 055ml
 MANUAL CLEAN NO 
 SINGLE FLUSH 30

SCOPE FLUSH

A. Attach flushing tubes and channel blockers to scope.

B. Place flush suction tube in sink.

C. Press          to select Single or Dual flush. 

D. Press             to begin flushing detergent through scope. Allow timer to count  

 down to zero. Drain detergent solution from the sink.
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DETERGENT PURGE

A. Fill the sink with fresh water to desired level. If a seperate

 sink is used for rinsing, move scope to rinse sink.

B. Ensure suction hose is in the fresh water.

C. Press             to begin rinsing detergent from scope.
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>DETER PURGE 30
 SCOPE RINSE    60
 RINSE PURGE 30 
 SAVE/EXIT YES

DETERGENT/ENZYMATIC DOSING AND MANUAL CLEANING

A. Check water temperature on the ScopeTech display, and if needed, adjust   

 water temperature.

B. Press             to dispense detergent/enzymatic into sink.

C. Manually clean channels and scope exterior. 

D. Press          to update the MANUAL CLEAN field to YES.
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 SCOPE INFLATION
>DETERGENT 055ml
 MANUAL CLEAN NO 
 SINGLE FLUSH 60

 No Leak: If the endoscopy technician observes no bubbles from the scope and has determined there is no leak at the end of the water immersion test, press ENTER to 
deflate the scope. Go to step 4 - Detergent/Enzymatic Dosing.

 Technician Observes a Leak: If the technician observes bubbles from the scope and has determined there is a leak, press SCROLL to keep the scope inflated. Then 
follow the endoscope manufacturer’s instructions or department protocol for further processing.

SCOPE RINSE7
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 SCOPE INFLATION
 DETERGENT 055ml
 MANUAL CLEAN YES 
>DUAL FLUSH 60

A. Press             to save cleaning records.

RINSE PURGE

A. Remove flush suction hose from the sink and place on

 the counter.

B. Press             to begin purging water from scope. Allow

 timer to count down to zero.

8 SAVE CLEANING RECORD9

 DETER PURGE 30
 SCOPE RINSE    60
 RINSE PURGE 30 
>SAVE/EXIT YES

 DETER. PURGE 30
 SCOPE RINSE    60
>RINSE PURGE 30 
 SAVE/EXIT YES

WARNING: This is a quick step guide for using the ScopeTech DF as part of the scope processing procedure. This guide is 
only a summary of the steps necessary to operate the ScopeTech DF. Be sure to follow the detailed steps outlined in the 
ScopeTech DF Instruction Manual. Always wear appropriate personal protective equipment (PPE) and follow the endoscope 
manufacturer’s guidelines and the established industry protocols for cleaning and disinfection of endoscopes. 
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PRESSURIZE SCOPE FOR LEAK TEST

A. Fill the container or sink with clean water to the appropriate level as  

recommended by the endoscope manufacturer or department protocol.

B.  Connect the inflation adapter to scope at venting connector.

C. Press          to select AIR from menu.

D. Press            to begin pressurizing the scope while the scope is out of the sink. 

Watch for expansion of rubber covering due to increased internal pressure. 

With the scope pressurized, manipulate the control knobs in all directions.

E. Immerse the scope under clean water and angulate the distal tip. Observe for 

a steady stream of bubbles.
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SCOPE FLUSH

A. Attach flushing tubes and channel blockers to scope.

B. Place flush suction hose in sink.

C. Press          to select flush from the menu. Press             to select Single 

 or Dual flush. For Dual Flush operation, make sure the Main and Auxiliary   

 discharge tubes are connected to the flush ports before continuing.

D. Press             to begin flushing detergent through scope. Allow timer to count  

 down to zero.

E. Drain detergent solution from the sink.
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 AIR DOSE SINGLE
 
 OFF 055ml 015s
 Temperature: 100F

DETERGENT/ENZYMATIC DOSING AND MANUAL CLEANING2

A. Check water temperature on the ScopeTech display, and if needed, adjust   

 water temperature. 

B. Press          to select DOSE from menu.

C. Press             to dispense detergent into sink.

D. Manually clean channels and scope exterior with cleaning brush. Wipe exterior  
 surfaces with detergent soaked cloth or sponge.

 AIR DOSE SINGLE
 
 ON 055ml 015s
 Temperature: 100F

 AIR DOSE SINGLE
 
 OFF 055ml 015s
 Temperature: 100F

 AIR DOSE DUAL
 
 OFF 055ml 015s
 Temperature: 100F

RINSE PURGE

A. Remove flush suction hose from the sink and place on the counter.

B. With flush mode still selected, Press             to begin purging

 water from scope. Allow timer to count down to zero.
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SCOPE RINSE

A. Fill the sink with fresh water to desired level. If a seperate sink is used for   

 rinsing, move scope to rinse sink.

B. Ensure suction hose is in the fresh water.

C. With flush mode still selected, press            to begin rinsing detergent from   

 scope. Allow timer to count down to zero.
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 AIR DOSE DUAL
 
 OFF 055ml 015s
 Temperature: 100F

 AIR DOSE DUAL
 
 OFF 055ml 015s
 Temperature: 100F

Note: When flushing the endoscope, please visually check all scope channel outputs to 
ensure they are free flowing and not blocked. The ScopeTech DF is designed as a flushing 
aid and is not designed to remove channel blockages.

WARNING: This is a quick step guide for using the ScopeTech DF as part of the scope processing procedure. This guide is 
only a summary of the steps necessary to operate the ScopeTech DF. Be sure to follow the detailed steps outlined in the 
ScopeTech DF Instruction Manual. Always wear appropriate personal protective equipment (PPE) and follow the endoscope 
manufacturer’s guidelines and the established industry protocols for pre-cleaning and disinfection of endoscopes. 
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 No Leak: If the endoscopy technician observes no bubbles from the scope and has determined there is no leak at the end of the water immersion test, press ENTER to 
deflate the scope. Go to step 2 - Detergent/Enzymatic Dosing.

 Technician Observes a Leak: If the technician observes bubbles from the scope and has determined there is a leak, press SCROLL to keep the scope inflated. Then 
follow the endoscope manufacturer’s instructions or department protocol for further processing.


